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“E-BASE” waterborne Anti-Rust Primer

Product Description:
Uses:

Advantages:

Technical Details:

Dry Times
at 25°C :

Surface
Preparation:

Painting over
Painted Surfaces:

¢

ecolor

Waterborne primer for binding paint with substrate surface. When comes into contact with rust,

a chemical reaction that stabilizes the magnetite structure and binds it with the primer coat occurs.
The productis odorless, offers exceptional paint adhesion, and is suitable for use as primer under
topcoat. Once applied, topcoat must be applied in order to prevent the appearance of new rust.

Suitable for application on various steel surface types including carbon steels, iron castings, aluminum
chips, and various stainless steel types. The product is especially suitable for use in closed spaces, when
sand blasting is not possible, or in places where the use of solventborne paint that is based on organic

solvents is not possible.

No need for sand blasting or chemical cleaning prior to application. Waterborne single-component
paint that requires no thinners or hardeners of any kind. Provides excellent adhesion and coverage

per square meter, environmentally friendly, safe for use, non-flammable, non-toxic and non-explosive

ColorTone Black
Finish Matt
Volume Solid 45-52%
Recommended Coat Thickness 50 Micron
Coverage (Theoretical) 10m?/liter
Recommended Number of Coats | 2
Application Method Brushing, rolling, spraying
VoC 0

ToTouch 1.5hours
Minimum Recoat Time 2-4hours
Full Cure 24 hours
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Rinse in water only. If any loose rust, paint, grease or dirt is present, remove it by high pressure
water spray (use of pressure washer is recommended). In case of rust fungj, use mechanical
brush for removal. In cases where the surface is contaminated by grease marks, washing by high

pressure water spray with 3% bicarbonate content is recommended.

Ensure the substrate surface s clean. If any loose paint is present, remove it by high pressure
water spray (use of pressure washer is recommended).
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Application
Instructions:

Spraying Instructions:

Recommend Paint
System for Corrosive
Environments:

Cleaning Instructions:

Package Size:

Special Comments:

Safety Precautions
& Health:
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Mix paint thoroughly prior to use. Apply coat of paint in uniform thickness of no less than
50 micron at an ambient temperature of 5°-45°. Do not apply paint in outdoor environments
when rain or sand storms are expected.

Nozzle Size: 1.8 - 24, Atmospheric Pressure: 3-5 bar

Coat Product Coat Thickness
Primer E-BASE 2 coats, each 50 microns thick
Topcoat ETOP 2 coats, each 50 microns thick

Rinse all tools in water immediately after use!

5kg, 18kg

Storage instruction and Date of Expiry:

12 monthsin cool dry place, in its original packaging in tightly closed state.
Safety Instruction:

Please read the provided Safety Sheet prior to use and act in accordance therewith.

This product poses no risk of chemical attack or burn, however, users are advised to wear
protective glasses during application and ensure proper ventilation of the work space. In
case of direct contact with eyes, rinse eyes under running water and seek medical attention.
Ensure packaging is properly sealed at all times. Keep away from children. Do not mix with
other substances. All properties and recommendations provided herein are based on various
tests, knowledge and professional experience gained in the laboratory and in the field and
are highly reliable, however, there is nothing in the foregoing which may be regarded as
assumption of General Liability, either implied or explicit. Our responsibility s limited to
product quality only. Users are requested to ensure suitability of the product for their
purposes on their own. The company maintains the right to update or change any details
provided without prior notice.
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